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and Part 156 of this chapter the COTP 
shall consider the size, complexity, and 
capability of the facility. 

(e) If the manual meets the require-
ments of this part and part 156 of this 
chapter, the COTP will return one copy 
of the manual marked ‘‘Examined by 
the Coast Guard’’ as described in 
§ 154.325. 

(f) The facility operator shall ensure 
that a sufficient number of copies of 
the examined Operations Manual, in-
cluding a sufficient number of the 
translations required by paragraph 
(a)(3) of this section, are readily avail-
able for each facility person in charge 
while conducting a transfer operation. 

NOTE: The facility operator may request 
that the contents of the operations manual 
or portions thereof be considered commercial 
or financial information that is privileged or 
confidential. Under the Freedom of Informa-
tion Act, the Coast Guard would withhold 
any part of the contents of the operations 
manual from public disclosure upon deter-
mining that it is commercial or financial in-
formation that is privileged or confidential. 

[CGD 75–124, 45 FR 7169, Jan. 31, 1980, as 
amended by CGD 86–034, 55 FR 36253, Sept. 4, 
1990; CGD 93–056, 61 FR 41458, Aug. 8, 1996] 

§ 154.310 Operations manual: Contents. 
(a) Each operations manual required 

by § 154.300 must contain: 
(1) The geographic location of the fa-

cility; 
(2) A physical description of the facil-

ity including a plan and/or plans, maps, 
drawings, aerial photographs or dia-
grams, showing the boundaries of the 
facility subject to Coast Guard juris-
diction, mooring areas, transfer loca-
tions, control stations, wharfs, the ex-
tent and scope of the piping subject to 
the tests required by § 156.170(c)(4) of 
this chapter, and the locations of safe-
ty equipment. For mobile facilities, a 
physical description of the facility; 

(3) The hours of operation of the fa-
cility; 

(4) The sizes, types, and number of 
vessels that the facility can transfer 
oil or hazardous material to or from si-
multaneously; 

(5) For each product transferred at 
the facility: 

(i) Generic or chemical name; and 
(ii) The following cargo information: 
(a) The name of the cargo as listed 

under appendix II of annex II of 

MARPOL 73/78, Table 30.25–1 of 46 CFR 
30.25–1, Table 151.05 of 46 CFR 151.05–1, 
or Table 1 of 46 CFR part 153. 

(b) A description of the appearance of 
the cargo; 

(c) A description of the odor of the 
cargo; 

(d) The hazards involved in handling 
the cargo; 

(e) Instructions for safe handling of 
the cargo; 

(f) The procedures to be followed if 
the cargo spills or leaks, or if a person 
is exposed to the cargo; and 

(g) A list of fire fighting procedures 
and extinguishing agents effective with 
fires involving the cargo. 

(6) The minimum number of persons 
on duty during transfer operations and 
their duties; 

(7) The name and telephone number 
of the qualified individual identified 
under § 154.1026 of this part and the 
title and/or position and telephone 
number of the Coast Guard, State, 
local, and other personnel who may be 
called by the employees of the facility 
in an emergency; 

(8) The duties of watchmen, required 
by § 155.810 of this chapter and 46 CFR 
35.05–15, for unmanned vessels moored 
at the facility; 

(9) A description of each communica-
tion system required by this part; 

(10) The location and facilities of 
each personnel shelter, if any; 

(11) A description and instructions 
for the use of drip and discharge collec-
tion and vessel slop reception facili-
ties, if any; 

(12) A description and the location of 
each emergency shutdown system; 

(13) Quantity, types, locations, and 
instructions for use of monitoring de-
vices if required by § 154.525; 

(14) Quantity, type, location, instruc-
tions for use, and time limits for gain-
ing access to the containment equip-
ment required by § 154.545; 

(15) Quantity, type, location, and in-
structions for use of fire extinguishing 
equipment required by § 154.735(d) of 
this part; 

(16) The maximum allowable working 
pressure (MAWP) of each loading arm, 
transfer pipe system, and hose assem-
bly required to be tested by § 156.170 of 
this chapter, including the maximum 
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relief valve setting (or maximum sys-
tem pressure when relief valves are not 
provided) for each transfer system; 

(17) Procedures for: 
(i) Operating each loading arm in-

cluding the limitations of each loading 
arm; 

(ii) Transferring oil or hazardous ma-
terial; 

(iii) Completion of pumping; and 
(iv) Emergencies; 
(18) Procedures for reporting and ini-

tial containment of oil or hazardous 
material discharges; 

(19) A brief summary of applicable 
Federal, state, and local oil or haz-
ardous material pollution laws and reg-
ulations; 

(20) Procedures for shielding portable 
lighting authorized by the COTP under 
§ 154.570(c); and 

(21) A description of the training and 
qualification program for persons in 
charge. 

(22) Statements explaining that each 
hazardous materials transfer hose is 
marked with either the name of each 
product which may be transferred 
through the hose or with letters, num-
bers, symbols, color codes or other sys-
tem acceptable to the COTP rep-
resenting all such products and the lo-
cation in the Operations Manual where 
a chart or list of symbols utilized is lo-
cated and a list of the compatible prod-
ucts which may be transferred through 
the hose can be found for consultation 
before each transfer; and 

(23) For facilities that conduct tank 
cleaning or stripping operations, a de-
scription of their procedures. 

(b) lf a facility collects vapors emit-
ted from vessel cargo tanks for recov-
ery, destruction, or dispersion, the op-
erations manual must contain a de-
scription of the vapor collection sys-
tem at the facility which includes: 

(1) A line diagram or simplified pip-
ing and instrumentation diagram 
(P&ID) of the facility’s vapor control 
system piping, including the location 
of each valve, control device, pressure- 
vacuum relief valve, pressure indi-
cator, flame arrester, and detonation 
arrester; and 

(2) A description of the vapor control 
system’s design and operation includ-
ing the: 

(i) Vapor line connection; 

(ii) Startup and shutdown proce-
dures; 

(iii) Steady state operating proce-
dures; 

(iv) Provisions for dealing with 
pyrophoric sulfide (for facilities which 
handle inerted vapors of cargoes con-
taining sulfur); 

(v) Alarms and shutdown devices; and 
(vi) Pre-transfer equipment inspec-

tion requirements. 
(c) The facility operator shall incor-

porate a copy of each amendment to 
the operations manual under § 154.320 in 
each copy of the manual with the re-
lated existing requirement, or add the 
amendment at the end of each manual 
if not related to an existing require-
ment. 

(d) The operations manual must be 
written in the order specified in para-
graph (a) of this section, or contain a 
cross-referenced index page in that 
order. 

(Approved by the Office of Management and 
Budget under control number 1625–0093) 

[CGD 75–124, 45 FR 7171, Jan. 31, 1980, as 
amended by CGD 88–102, 55 FR 25428, June 21, 
1990; CGD 86–034, 55 FR 36253, Sept. 4, 1990; 
CGD 92–027, 58 FR 39662, July 26, 1993; CGD 
93–056, 61 FR 41459, Aug. 8, 1996; USCG–2006– 
25150, 71 FR 39209, July 12, 2006] 

§ 154.320 Operations manual: Amend-
ment. 

(a) Using the following procedures, 
the COTP may require the facility op-
erator to amend the operations manual 
if the COTP finds that the operations 
manual does not meet the require-
ments in this part: 

(1) The COTP will notify the facility 
operator in writing of any inadequacies 
in the Operations Manual. The facility 
operator may submit written informa-
tion, views, and arguments regarding 
the inadequacies identified, and pro-
posals for amending the Manual, with-
in 45 days from the date of the COTP 
notice. After considering all relevant 
material presented, the COTP shall no-
tify the facility operator of any amend-
ment required or adopted, or the COTP 
shall rescind the notice. The amend-
ment becomes effective 60 days after 
the facility operator receives the no-
tice, unless the facility operator peti-
tions the Commandant to review the 
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